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Fully Safety jaw.

Ergonomic over-molded body gives
convenient one-hand operation.

Large easy-to-read display with 0.1A
resolution.

Accurate reading with True RMS
600/1000A auto-ranging.

Long battery life.

Safety Standard IEC 61010-1 CAT IV 300V /
CAT III 600V.
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e Can measure large AC current
up to 2000A.
o Peak hold function.

e 55mm-dia large tear drop shaped
jaws.

e Minimum resolution 0.1A
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Applicable Standards

IEC 61010-1 CAT I 300V Pollution degree 2
IEC 61010-031, IEC 61010-2-032

Fuse
Power source R6(AA)(1.5V) x 1
Dimensions 193(L) x 78(W) x 39(D)mm
Weight 2759 approx.
Accessories 7066A(Test leads), 8923(Fuse [0.5A/600V]) x 1 (included), 1 (spares)
9097(Carrying case), R6(AA) x 1
Instruction manual
2007R
ACA 600.0/1000A(Auto-ranging)
+1.5%rdg+4dgt[45 - 65Hz] +2.0%rdg=4dgt[40 - 400HzZ]
ACV 600.0V
+1.2%rdg+3dgt[45 - 65Hz] +1.5%rdg+4dgt[40 - 400HZ]
DCV 600.0V
+1.2%rdg+3dgt
Q 600.0€2/6.000kQx(Auto-ranging)

+1.3%rdg+5dgt[6000)]  +2.0%rdg=3dgt[6.000ke)]

Continuity buzzer

6000Q(Buzzer sounds below 900)

Conductor size

$33mm max.

Applicable Standards

IEC 61010-1 CAT IV 300V, CAT I 600V Pollution degree 2
IEC 61010-031, IEC 61010-2-032, IEC 61010-2-033
IEC 61326-2-2(EMC), IEC 60529 IP40

Power source RO3/LR0O3(AAA)(1.5V) x 2
*Continuous measuring time : approx. 170 hours (when R03 is used)

(Auto power save : approx. 10 minutes)

Dimensions 204(L) x 81(W) x 36(D)mm

Weight 220g approx. (including batteries)

Accessories 7066A(Test leads), 9079(Carrying case)

RO3(AAA) x 2, Instruction manual
2002PA 2002R

ACA 400A(0 - 400A) 400A(0 - 400A)
+1%rdg+3dgt[50/60Hz] +1.5%rdg+3dgt[45 - 65Hz]
+2%rdg+3dgt[40Hz - 1kHz] +2.5%rdg+3dgt[40Hz - 1kHZ]
2000A(0 - 1500A) 2000A(0 - 1500A)
+1%rdg+3dgt[50/60Hz] +2%rdg+5dgt[45 - 65Hz]
+3%rdg+3dgt[40Hz - 1kHz] +3%rdg+5dgt[40Hz - 1kHz]
2000A(1500 - 2000A) 2000A(1501 - 2000A)
+3.0%rdg[50/60Hz] +4%rdg[50/60Hz]

ACV 40/400/750V 40/400/750V
+1%rdg+2dgt[50/60Hz] +1%rdg=+2dgt[45 - 65Hz]
+1.5%rdg+3dgt[40Hz - 1kHz]  |+1.5%rdg+3dgt[40Hz - 1kHz]

DCV 40/400/1000V  +1%rdg+2dgt

Continuity buzzer

buzzer sounds below 50+35Q

Q 40002/4k/40k/400kQy  +1.5%rdg+2dgt

Conductor size $55mm max.

Frequency response [40Hz - 1kHz

Output Recorder:DC400mV against AC400A DC200mV against AC2000A

Applicable Standards

IEC 61010-1 CAT II 600V, CAT II 1000V
IEC 61010-031 IEC 61010-2-032 [EC 61326-1

Power source R6(AA)(1.5V) x 2 *Continuous measuring time : approx. 150 hours (2002PA)
*Continuous measuring time : approx. 80 hours (2002R)
(Auto power save : approx. 10 minutes)

Dimensions 247(L) x 105(W) x 49(D)mm

Weight 4709 approx.

photo : 2002R Accessories 7107A(Test leads), 9094(Carrying case)

R6(AA) x 2, Instruction manual

Optional 7256(Qutput cord)
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