JIM7ELC
JITAI8102 Portable Surface Roughness Tester
Csia A la 8
DIGINDT.IR
Filter: RC, pc-rc, Gauss, d-p FGJ-N DT I R

Sampling length (Ir) : 0.25, 0.8, 2.5mm

Evaluation length (In) : In =lrxn=1~5

Measurement range: z-axis (vertical) 160 mu m X axis (horizontal) : 17.5mm
Indication error: not greater than or minus 10%
Power: built-in lithium ion rechargeable battery, charged with DC5V, 800mA charger

Dimensions: 158x63. 5x46mm

*Electromechanical integration design, small volume, light weight, easy to use;
*Using DSP chip to control and data processing, high speed, low power consumption;.

*Intuitive and rich display information, can display all the parameters and graphics;
*Compatible with ISO, DIN, ANSI, JIS national standards;

*Plastic shell, inspired by “TRANSFORMERS?” stylish design, portable, high reliability.
*High price performance

*Bluetooth function

*Can acquire, manage data by APP.

Testing parameters Ra, Rz, Rq, Rt, Rp, Rv, R3z, R3y, RzJIS, Rsk, Rku, Rsm, Rmr, Rx;

Measuring range (um)

Sample length (mm)
Evaluation length(mm)
Maximum drive stroke
Indication accuracy
Indication error
Variability

Data Storage

Power

Working temperature
Relative humidity

Size

Weight of Host
Indication error

Data Storage

Size

Ra: 0.005-16.000
Rz: 0.02-160.00
0.25, 0.80, 2.50

(1-5)L

17.5mm/0.7inch

0.001

+(7-10)%

<6%

100 groups
Rechargeable li-battery
-20°C~40°C

<90%
158mmx63.5mmx46mm
0.3kg

+(7-10)%

100 groups
158mm*63.5mm*46mm
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